20010831.ba v03_n214.bam.20010831

>From ???@??? Fri Aug 31 08:32:13 2001 -0500
Message-Id: <200108311331.f7VDVqxT017756@sco.theporch.com>
Date: Fri, 31 Aug 2001 08:31:06 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3214

			    BOATANCHORS Digest 3214

Topics covered in this issue include:

  1) Cleaning silver??
	by "Herbert M. Rosenthal" <herbrose@lobo.net>
  2) EF Johnson
	by Brian Michael <brianmd1@home.com>
  3) Re: BA on BB-55
	by "Nick England" <nick@3rdTech.com>
  4) Miscellany Wanted
	by Merz Donald S <merz.ds@mellon.com>
  5) Looking for; HP 606B manual
	by Daniel Wright <dw73454@navix.net>
  6) R-45 ??
	by BEN NOCK <G4BXD@compuserve.com>
  7) Bletchley further
	by BEN NOCK <G4BXD@compuserve.com>
  8) Re: R-45 ??
	by "ed sharpe" <esharpe@uswest.net>
  9) RE: Cleaning silver??
	by Morris Odell <MorrisO@vifp.monash.edu.au>
 10) Transformer Specs needed
	by David Jordan <wa3gin@erols.com>
 11) Re: R-45 ??
	by W7QHO@aol.com
 12) Re: R-45 ??
	by "ed sharpe" <esharpe@uswest.net>
 13) 51S-1
	by "Gary Harmon" <gharmon@idworld.net>
 14) Re: R-45 ??
	by W7QHO@aol.com
 15) Re: R-45 ??
	by "ed sharpe" <esharpe@uswest.net>
 16) Re: R-45 ??
	by W7QHO@aol.com
 17) Re: R-45 ??
	by "ed sharpe" <esharpe@uswest.net>
 18) Re: R-45 ??
	by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
 19) Redux: R-45
	by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
 20) Re: Conversion artl.s / Crusades
	by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
 21) Re: R-45 ??
	by Michael Hanz <AAFRadio@erols.com>
 22) Re: R-45 ??
	by "ed sharpe" <esharpe@uswest.net>

----------------------------------------------------------------------
Message-ID: <3B8DD04E.63D92CDE@lobo.net>
Date: Wed, 29 Aug 2001 23:34:10 -0600
From: "Herbert M. Rosenthal" <herbrose@lobo.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Cleaning silver??
Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac-creator="4D4F5353"
Content-Transfer-Encoding: 7bit

I have a large rotary inductor which is silver plated, edge wound coil
stock. The coil, roller, etc., are black with oxidation.

I'd like to disassemble the coil and hardware from the fiberglass frame
and 'dip' the oxidized parts into some solution that's not too hard to
find, to remove the corrosion.

It should clean the metal without removing or pitting the silver plate,
of course.

Open to suggestions; something from WalMart, perhaps? The metal, black
as it is, looks to be in good condition, and probably does not need
replating.

Any leads will be most appreciated.

Herb Rosenthal W5AN
herbrose@lobo.net

------------------------------
Message-ID: <3B8E3424.FA0A8776@home.com>
Date: Thu, 30 Aug 2001 08:40:04 -0400
From: Brian Michael <brianmd1@home.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: EF Johnson
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hello All:
I recall a thread a few months ago about problems with a dealer in Texas
selling "restored" radios by Johnson and others who was taking the money
and running, or delivering junk and not making good on it. Advertised in
ER briefly. Anyone know the current status of this problem? I think he's
at it again with listings on some of the other sites. Please reply
directly.

Thanks

Brian
W1OU

------------------------------
Message-ID: <005b01c13155$961d0530$fd0212ac@3rdTech.com>
From: "Nick England" <nick@3rdTech.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: BA on BB-55
Date: Thu, 30 Aug 2001 09:13:39 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


The battleship USS North Carolina (BB-55) is located in Wilmington NC and
this item is from a recent newsletter -
>
> "The Azalea Coast Amateur Radio Club has received call sign NI4BK for the
> battleship station - NIBK was the ship's WWII call sign."
>
> "The club has installed an RBC in Radio 2 and is getting it operational. A
> TBM-4 transmitter has been made operational and is performing flawlessly."
>
>

------------------------------
Message-ID: <20010830135427.3109.qmail@mellon.com>
From: Merz Donald S <merz.ds@mellon.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Miscellany Wanted
Date: Thu, 30 Aug 2001 09:58:13 -0400
MIME-Version: 1.0
Content-Type: text/plain

WANTED: C-43/ARC-5 parts. Same as BC-450 I think. I need the tiny switches
and the volume pots and associated knobs.

WANTED: 100 feet or better of 2, 4 or 6-conductor #14 or #12 stranded
flexible cable to be used for high-current speaker cable in portable
installations.

Any help appreciated.
73, Don Merz, N3RHT

*****************************************************************
DISCLAIMER:   The information contained in this e-mail may be confidential
and is intended solely for the use of the named addressee.  Access, copying
or re-use of the e-mail or any information contained therein by any other
person is not authorized.  If you are not the intended recipient please
notify us immediately by returning the e-mail to the originator.    

------------------------------
Message-Id: <3.0.6.16.20010830111752.37f77d78@mail.navix.net>
Date: Thu, 30 Aug 2001 11:17:52 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Daniel Wright <dw73454@navix.net>
Subject: Looking for; HP 606B manual
Cc: glowbugs@piobaire.mines.uidaho.edu
Mime-Version: 1.0
Content-Type: text/plain; charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Greetings!

I am looking for an HP 606B signal generator manual.
I have a '606B comin' without the manual and would
like to have one to go with it......

Thanks a bunch es

73 de Dan -- WA=D8JRD ..
Lincoln, Nebraska



------------------------------
Date: Thu, 30 Aug 2001 14:40:29 -0400
From: BEN NOCK <G4BXD@compuserve.com>
Subject: R-45 ??
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <200108301440_MC3-DE3F-AF8E@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain;
	 charset=ISO-8859-1
Content-Disposition: inline

.US Military Aircraft Receiver by Hallicrafters R-45/ARR-7

Can anyone tell me anything, frequency, size etc, =

about the above receiver. =


cheers, Ben.

------------------------------
Date: Thu, 30 Aug 2001 14:40:30 -0400
From: BEN NOCK <G4BXD@compuserve.com>
Subject: Bletchley further
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <200108301440_MC3-DE3F-AF90@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain;
	 charset=ISO-8859-1
Content-Disposition: inline

>>And that wasn't vintage film - they set up that roomful of HRO's and
>>operators for the NOVA show - they've still got piles of HRO's and
AR-88's
>>at Bletchley Park. Well worth a visit!!
>>73,  Nick KD4CPL

Just in case anyone was misled by Nicks comments, BP is not =

still in service, its a museum site and there is a room set out =

to represent a Y station monitoring room, about 6 or so =

HRO's, now with an AR88 and an SX27 I think it was (as of  Aug 18th
when I was last there)

As for "piles" of HRO's and AR88's, weel, they have a few shall we =

say, hi. =


cheers all. Ben G4BXD.

------------------------------
Date: Thu, 30 Aug 2001 14:09:25 -0700
Message-ID: <01ec01c13198$0ce1d000$0200000a@frontdesk1>
From: "ed sharpe" <esharpe@uswest.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: R-45 ??
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

ben the one we just go seems to be 1.6 to 45 megs. same size as your apr1
----- Original Message ----- 
From: "BEN NOCK" <G4BXD@compuserve.com>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Thursday, August 30, 2001 11:40 AM
Subject: R-45 ??


.US Military Aircraft Receiver by Hallicrafters R-45/ARR-7

Can anyone tell me anything, frequency, size etc, 
about the above receiver. 

cheers, Ben.


------------------------------
Message-ID: <07A064EA6042D4118A62009027F70E77051A4D@nt_exchange.vifp.monash.edu.au>
From: Morris Odell <MorrisO@vifp.monash.edu.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Cleaning silver??
Date: Fri, 31 Aug 2001 09:15:30 +1100
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"

Herb and the gang,
> 
> I have a large rotary inductor which is silver plated, edge wound coil
> stock. The coil, roller, etc., are black with oxidation.
> 
> I'd like to disassemble the coil and hardware from the 
> fiberglass frame
> and 'dip' the oxidized parts into some solution that's not too hard to
> find, to remove the corrosion.
> 
> It should clean the metal without removing or pitting the 
> silver plate,
> of course.

There's a "magic silver cleaning kit" sold by spruikers here that's easy to
make for free and which works well. 

You mix up a solution of sodium carbonate (a.k.a. washing soda, swimming
pool pH increaser etc) - it should feel soapy. Put it in a plastic dish and
insert a chunk of aluminium scrap. If you then dunk the tarnished silver
into it and make contact with the aluminium, the tarnish disappears "by
magic".

Of course, you should try this with something else first to make sure it
works properly....

73 de Morris VK3DOC

------------------------------
Message-ID: <3B8ECBF0.979B3865@erols.com>
Date: Thu, 30 Aug 2001 19:27:44 -0400
From: David Jordan <wa3gin@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Transformer Specs needed
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit


Hi Folks,

THis one looks like a choke.  6"X6"x7" with one inch ceramic stand-off
insulators., weighs in at about 20lbs.  Has a number embossed on oen
side of the top plate DL41-11.  The slde plates have set-screws to keep
it all tight and vibration free.

thanks,
dave
wa3gin

------------------------------
From: W7QHO@aol.com
Message-ID: <21.1079054e.28c02d18@aol.com>
Date: Thu, 30 Aug 2001 19:58:16 EDT
Subject: Re: R-45 ??
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit


In a message dated 8/30/01 11:48:03 AM, G4BXD@compuserve.com writes:

>US Military Aircraft Receiver by Hallicrafters R-45/ARR-7
>
>Can anyone tell me anything, frequency, size etc, 
>about the above receiver. 

Ben,

The ARR-7 is an airborne search receiver.  Frequency range is 0.55 to 42 MHz. 
 Dimensions are 21-5/8 X 10-3/8 X 7-3/4 (inches), and the weight is 36.7 lbs. 
Used an external power supply (PP-32/RA) which fit along side it on mount 
MT-171U or MT-167U.  
Could operate in conjunction with a radar indicator assembly (AN/APA-6 or 
AN/APA-11) and BC-1031 or AN/APA-10 panoramic adapters.  Included provision 
for motor dirven scanning of an adjustable frequency sector. (From 
AN/16-30ARR7-2, 25 April 1945.)

There was also a later(?) "AX" version.

Circuit-wise it's essentially a repackaged SX-28 without the noise blanker 
and a single 6V6 audio output stage.

What else would you like to know?

Dennis D. W7QHO
Glendale, CA

------------------------------
Date: Thu, 30 Aug 2001 18:43:37 -0700
Message-ID: <024e01c131be$60f68340$0200000a@frontdesk1>
From: "ed sharpe" <esharpe@uswest.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: R-45 ??
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

does this mean that the motor was an option?

thanks ed sharpe
----- Original Message -----
From: <W7QHO@aol.com>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Thursday, August 30, 2001 4:58 PM
Subject: Re: R-45 ??


>
> In a message dated 8/30/01 11:48:03 AM, G4BXD@compuserve.com writes:
>
> >US Military Aircraft Receiver by Hallicrafters R-45/ARR-7
> >
> >Can anyone tell me anything, frequency, size etc,
> >about the above receiver.
>
> Ben,
>
> The ARR-7 is an airborne search receiver.  Frequency range is 0.55 to 42
MHz.
>  Dimensions are 21-5/8 X 10-3/8 X 7-3/4 (inches), and the weight is 36.7
lbs.
> Used an external power supply (PP-32/RA) which fit along side it on mount
> MT-171U or MT-167U.
> Could operate in conjunction with a radar indicator assembly (AN/APA-6 or
> AN/APA-11) and BC-1031 or AN/APA-10 panoramic adapters.  Included
provision
> for motor dirven scanning of an adjustable frequency sector. (From
> AN/16-30ARR7-2, 25 April 1945.)
>
> There was also a later(?) "AX" version.
>
> Circuit-wise it's essentially a repackaged SX-28 without the noise blanker
> and a single 6V6 audio output stage.
>
> What else would you like to know?
>
> Dennis D. W7QHO
> Glendale, CA
>
>

------------------------------
From: "Gary Harmon" <gharmon@idworld.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 51S-1
Date: Thu, 30 Aug 2001 22:09:45 -0500
Message-ID: <LKBBJFJHLNHAIBLNCHMEOEKAJCAA.gharmon@idworld.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

Starting restoration on a Collins 51S-1.  I have a manual on the way but it's
not here yet.

The initial review shows a need for the following parts or information:

1.  The AC power input socket for the rear.  Is it like the KWM-2A?

2.  A scan and email of the AC power input socket circuit off the schematic.

3.  Meter case.  Is it like the KWM-2A?

4.  Tube cover for the VFO.

5.  The front panel overlay is about 75% separated from the front panel but it
needs to come off anyway for some minor panel straightening.  What is the
accepted procedure to remove the panel overlay?  I assume it should be glued
back on after repairs, is that true?

Thanks in advance and 73, gary

=====================
Gary H. Harmon, Jr.
K5JWK
6302 Robin Forest
San Antonio, TX  78239-3218
(210) 657-1549
gharmon@idworld.net
=====================

------------------------------
From: W7QHO@aol.com
Message-ID: <9f.1a93f515.28c06272@aol.com>
Date: Thu, 30 Aug 2001 23:45:54 EDT
Subject: Re: R-45 ??
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit


In a message dated 8/30/01 6:49:20 PM, esharpe@uswest.net writes:

>does this mean that the motor was an option?

No. They all came with this as far as I know but the scanning feature could 
be disengaged and the set tuned manually as required.

Dennis  D.  W7QHO




------------------------------
Message-ID: <00ac01c131d4$90473ca0$0101a8c0@edsharpe>
From: "ed sharpe" <esharpe@uswest.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: R-45 ??
Date: Thu, 30 Aug 2001 21:22:25 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

then why, if you could disengage it... did  these folk tear the thing
off.... go figure.....
ed!
----- Original Message -----
From: <W7QHO@aol.com>
To: <esharpe@uswest.net>; <W7QHO@aol.com>; <boatanchors@theporch.com>
Sent: Thursday, August 30, 2001 8:45 PM
Subject: Re: R-45 ??


>
> In a message dated 8/30/01 6:49:20 PM, esharpe@uswest.net writes:
>
> >does this mean that the motor was an option?
>
> No. They all came with this as far as I know but the scanning feature
could
> be disengaged and the set tuned manually as required.
>
> Dennis  D.  W7QHO
>
>
>
>
>
>

------------------------------
From: W7QHO@aol.com
Message-ID: <68.13a26ca1.28c0868b@aol.com>
Date: Fri, 31 Aug 2001 02:19:55 EDT
Subject: Re: R-45 ??
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit


In a message dated 8/30/01 9:01:50 PM, esharpe@uswest.net writes:

>then why, if you could disengage it... did  these folk tear the thing
>
>off.... go figure.....
>
>ed!

The sector cam assembly and it's dust cover on the front panel are not 
particularly attractive.  Also, serves no useful purpose and actually gets in 
the way when the receiver is put to normal ham or SWL use.  For this reason 
they have been removed from many of these receivers that turn up today.  I 
take it this has been done to your example.  (You may find the scanning motor 
still in place behind the front panel.)

Dennis D.  W7QHO

------------------------------
Message-ID: <00c801c131fb$067a1160$0101a8c0@edsharpe>
From: "ed sharpe" <esharpe@uswest.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: R-45 ??
Date: Fri, 31 Aug 2001 01:57:54 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

if anyone has these parts, we would like to put them back on the radio for
the display in the museum, also need the Jones plug that used to be on the
front of it
thanks ed sharpe


----- Original Message -----
From: <W7QHO@aol.com>
To: Old Tube Radios <boatanchors@theporch.com>
Sent: Thursday, August 30, 2001 11:19 PM
Subject: Re: R-45 ??


>
> In a message dated 8/30/01 9:01:50 PM, esharpe@uswest.net writes:
>
> >then why, if you could disengage it... did  these folk tear the thing
> >
> >off.... go figure.....
> >
> >ed!
>
> The sector cam assembly and it's dust cover on the front panel are not
> particularly attractive.  Also, serves no useful purpose and actually gets
in
> the way when the receiver is put to normal ham or SWL use.  For this
reason
> they have been removed from many of these receivers that turn up today.  I
> take it this has been done to your example.  (You may find the scanning
motor
> still in place behind the front panel.)
>
> Dennis D.  W7QHO
>
>

------------------------------
Date: Fri, 31 Aug 2001 05:41:57 -0400 (EDT)
From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
Message-Id: <200108310941.FAA03771@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: R-45 ??

Ben & Ed

The ARR7 is sorta scarce & it's an SX28 repackaged in a standard(?)
US aircraft enclosure.  It was meant to work with a panoramic adapter (read
'scope with variable width 'window' near IF)  It has motor drive
tuning that reverses at band edges.

Guess it was p/o a surveilance system & used airborn as HF complement to 
APR/1-or-4 VHF & UHF units.  I said guess.  I wouldn't be surprised
if it was meant to find coffee & bakery bargains for MPs.

Don't guess there was ever a book on use-procedure.  'spose you just
plugged 'em in to see what happens.

ARR7 makes fb SWL rx when run outa box w. fan on the works

  Marty

ps I've an arr7 pile of 1

------------------------------
Date: Fri, 31 Aug 2001 06:01:26 -0400 (EDT)
From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
Message-Id: <200108311001.GAA03807@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Subject: Redux: R-45

Dennis your vy complete ARR7 disclosure came seconds after my post!

Never have seen the manual you've obviously got.  Only have ckt.
diag. from some damn "conversion art'l."  (pry this out, hammer this loose,
chisel a "modern" power plug hole, change all Sprague condensers, etc.)

I think many "conversion art'l" authors have geneology that goes back
to the Christian Crusades.

The stated SX28 similarity was from personal deduction.

ARR7 is a sorta "Super Skyrider in a Drum"

Best

  Marty

------------------------------
Date: Fri, 31 Aug 2001 07:02:15 -0400 (EDT)
From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
Message-Id: <200108311102.HAA03851@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Conversion artl.s / Crusades

...and the #1 WORST perfeshunal conversion suggestion in the last
   30 years has been

     change out all 12V heater tubes for 6V equivalents & re-set
     filament wiring to parallel

   BR-O-O-O-TAL

     On, say, a command RX one need only take a RX power xfrmr,
     series 5V & 6V wdg.s, then fab up a 4-part full-wave
     doubler (2 diodes, 2 cap.s).  Voila, 24VDC AND RELAYS, if
     any,  WORK TOO!!!

     Get HV w. 2 more (say 1N4007) diodes.  Do use fuse in pri if SS 
     diodes go.

And on "mod.s" for mod's sake


  A 9-58 Collins KWM-1 mod note on audio screech on RX-TX change-over 
  has Collins warning you "not to make mod.s for mod.'s sake.  You'll 
  likely do more harm than good fumbling parts-install.  These mod.s 
  just document prod'n changes."  That 43 years back

  
...all this on eve of Shelby hamfest

    Marty

------------------------------
Message-ID: <3B8F8791.B433D555@erols.com>
Date: Fri, 31 Aug 2001 08:48:17 -0400
From: Michael Hanz <AAFRadio@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: BOATANCHORS@LISTSERV.TEMPE.GOV
Subject: Re: R-45 ??
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Ed changes reflector lists so fast I can't keep track of him.  :-)  I
appended our previous interchange on the Tempe list for completeness. 
While I would observe that beauty is in the eye of the beholder, I would
agree with Dennis' observations.  There was an additional impetus,
however - the automatic clutch that allows manual tuning when the motor
drive is not running can be fairly stiff.  There are techniques for
reducing this drag, but most hams took off the scan motor drive and
called it good.  Personally, I like the looks of the cam cover better
than a gaping hole in the front panel, but that's personal preference.  

Re: the dynamotor, with a couple of rare exceptions all of the WWII ECM
equipment used 115vac 400~ power.  Dennis mentioned the PP-32/AR power
supply for the ARR-7 and ARR-5, used for up to three receivers (a
curiosity since I have only heard of one installation with more than the
two receivers above.  It was on the Great Artiste on August 6th, when it
and No. 91 (Necessary Evil) were downloading 51MHz blast data from the
parachute packages dropped to measure pressures on the Hiroshima
mission.)  These power supplies are extremely rare, and I'm actually
donating my best example for the Enola Gay installation.  Beser used the
ARR-7 on the Hiroshima mission to monitor fighter control and ground
communications.  The ARR-5 was used for the telemetering information
from one of the dropped packages.

> In a message dated 8/30/01 9:01:50 PM, esharpe@uswest.net writes:
> >then why, if you could disengage it... did  these folk tear the thing
> >off.... go figure.....

W7QHO@aol.com wrote:
> The sector cam assembly and it's dust cover on the front panel are not
> particularly attractive.  Also, serves no useful purpose and actually gets in
> the way when the receiver is put to normal ham or SWL use.  For this reason
> they have been removed from many of these receivers that turn up today.  I
> take it this has been done to your example.

ed sharpe wrote:
> 
> Mike: oops! I should have said... not radar countermeasures...  I would
> suppose since it went to 45 megs the arr7 was used for voice stuff?
> 
> need to find the cannon plug that used to be on the front of this receiver,
> as it was removed and some kludge Jones plug put on the back of this radio.
> then we will be doomed to quest
> for the dynamotor!( need to know which dynamotor was used with this.)
> ok looks like  the museum needs an arr5 to go along with it then.
> 
> will keep a look out for an apa 11 for you Mike we are looking for one also,
> it seems many times things will show up in pairs!
> 
> ----- Original Message -----
> From: Michael Hanz <AAFRadio@EROLS.COM>
> Sent: Thursday, August 30, 2001 4:42 AM
> Subject: Re: need to gather info on new items added to museum today!
> 
> > ed sharpe wrote:
> >
> > > next item.... arr-7... this is by hallicrafters also and airborne....
> > > has video and  panadaptor output....
> > > which is the right  scope to add to it and why did they use the scope on
> > > this unit? not high enough to be countermeasures......
> >
> > Excuse me?  :-)  I can assure you that the ARR-7 (repackaged SX-28) and
> > its S-27/S-36 equivalent, the ARR-5, were Raven receivers, Ed.  These
> > two were used with the third of the triumvirate, the APR-4, to feed an
> > AN/APA-10 panoramic adapter and either an AN/APA-6 or AN/APA-11 pulse
> > analyzer for signal detection, analysis, and characterization.  As a
> > matter of fact, recently I've been wading through mountains of old
> > documents and crawling around on hands and knees looking for mounting
> > holes, trying to determine what was on board the Enola Gay on August
> > 6th, 1945.  It appears that *all* of the above (with an APA-11 vice 
> > APA-6) were chosen by Jacob Beser from anything he wanted for that 
> > mission.  BTW, we still need an original APA-11 for the suite in Enola
> > (not thelater -A model).  Would appreciate any leads.
> >
> > Mike Hanz
> > Certified WWII airborne ECM eccentric (CWAEE)

------------------------------
Message-ID: <003b01c13224$233b8800$0101a8c0@edsharpe>
From: "ed sharpe" <esharpe@uswest.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <BOATANCHORS@LISTSERV.TEMPE.GOV>
Subject: Re: R-45 ??
Date: Fri, 31 Aug 2001 06:52:11 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

re- arr-7

yes  we prefer the look of a historically correct set!  OK! we indeed need
the  rest of the goodies to put back on the front then!

re the power supply! well if the best example is going to the Enola, we can
settle for the scruffy one!

thanks for the info Mike


ed sharpe
----- Original Message -----
From: Michael Hanz <AAFRadio@erols.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <BOATANCHORS@LISTSERV.TEMPE.GOV>
Sent: Friday, August 31, 2001 5:48 AM
Subject: Re: R-45 ??


> Ed changes reflector lists so fast I can't keep track of him.  :-)  I
> appended our previous interchange on the Tempe list for completeness.
> While I would observe that beauty is in the eye of the beholder, I would
> agree with Dennis' observations.  There was an additional impetus,
> however - the automatic clutch that allows manual tuning when the motor
> drive is not running can be fairly stiff.  There are techniques for
> reducing this drag, but most hams took off the scan motor drive and
> called it good.  Personally, I like the looks of the cam cover better
> than a gaping hole in the front panel, but that's personal preference.
>
> Re: the dynamotor, with a couple of rare exceptions all of the WWII ECM
> equipment used 115vac 400~ power.  Dennis mentioned the PP-32/AR power
> supply for the ARR-7 and ARR-5, used for up to three receivers (a
> curiosity since I have only heard of one installation with more than the
> two receivers above.  It was on the Great Artiste on August 6th, when it
> and No. 91 (Necessary Evil) were downloading 51MHz blast data from the
> parachute packages dropped to measure pressures on the Hiroshima
> mission.)  These power supplies are extremely rare, and I'm actually
> donating my best example for the Enola Gay installation.  Beser used the
> ARR-7 on the Hiroshima mission to monitor fighter control and ground
> communications.  The ARR-5 was used for the telemetering information
> from one of the dropped packages.
>
> > In a message dated 8/30/01 9:01:50 PM, esharpe@uswest.net writes:
> > >then why, if you could disengage it... did  these folk tear the thing
> > >off.... go figure.....
>
> W7QHO@aol.com wrote:
> > The sector cam assembly and it's dust cover on the front panel are not
> > particularly attractive.  Also, serves no useful purpose and actually
gets in
> > the way when the receiver is put to normal ham or SWL use.  For this
reason
> > they have been removed from many of these receivers that turn up today.
I
> > take it this has been done to your example.
>
> ed sharpe wrote:
> >
> > Mike: oops! I should have said... not radar countermeasures...  I would
> > suppose since it went to 45 megs the arr7 was used for voice stuff?
> >
> > need to find the cannon plug that used to be on the front of this
receiver,
> > as it was removed and some kludge Jones plug put on the back of this
radio.
> > then we will be doomed to quest
> > for the dynamotor!( need to know which dynamotor was used with this.)
> > ok looks like  the museum needs an arr5 to go along with it then.
> >
> > will keep a look out for an apa 11 for you Mike we are looking for one
also,
> > it seems many times things will show up in pairs!
> >
> > ----- Original Message -----
> > From: Michael Hanz <AAFRadio@EROLS.COM>
> > Sent: Thursday, August 30, 2001 4:42 AM
> > Subject: Re: need to gather info on new items added to museum today!
> >
> > > ed sharpe wrote:
> > >
> > > > next item.... arr-7... this is by hallicrafters also and
airborne....
> > > > has video and  panadaptor output....
> > > > which is the right  scope to add to it and why did they use the
scope on
> > > > this unit? not high enough to be countermeasures......
> > >
> > > Excuse me?  :-)  I can assure you that the ARR-7 (repackaged SX-28)
and
> > > its S-27/S-36 equivalent, the ARR-5, were Raven receivers, Ed.  These
> > > two were used with the third of the triumvirate, the APR-4, to feed an
> > > AN/APA-10 panoramic adapter and either an AN/APA-6 or AN/APA-11 pulse
> > > analyzer for signal detection, analysis, and characterization.  As a
> > > matter of fact, recently I've been wading through mountains of old
> > > documents and crawling around on hands and knees looking for mounting
> > > holes, trying to determine what was on board the Enola Gay on August
> > > 6th, 1945.  It appears that *all* of the above (with an APA-11 vice
> > > APA-6) were chosen by Jacob Beser from anything he wanted for that
> > > mission.  BTW, we still need an original APA-11 for the suite in Enola
> > > (not thelater -A model).  Would appreciate any leads.
> > >
> > > Mike Hanz
> > > Certified WWII airborne ECM eccentric (CWAEE)
>
>

------------------------------
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